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Preface 

The Festo Didactic Learning System for Automation and Technology is 
designed to meet a number of different training and vocational require-
ments, and the training packages are structured accordingly:  

 Basic packages convey basic knowledge spanning a wide range of 
technologies 

 Technology packages deal with important areas of open and closed-
loop control technology 

 Function packages explain the basic functions of automated systems  

 Application packages provide basic and further training closely ori-
ented to everyday industrial practice 

 
The technology packages encompass pneumatics, electro-pneumatics, 
control pneumatics, programmable logic controllers, hydraulics, electro-
hydraulics, proportional hydraulics and control hydraulics. 
 

 

Fig. 1: 
Pneumatics – 
i.e. mobile workstation 

Mounting Frame 

Profile Plate 

Storage tray 
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The modular design of the learning system permits applications beyond 
the limits of the individual packages. PLC actuation, for example, is 
therefore possible of pneumatic, hydraulic and electrical actuators. 

 

All learning packages have an identical structure: 

 Hardware 

 Teachware 

 Software 

 Courses 

 

The hardware consists of industrial components and installations 
adapted for didactic purposes. 

The courseware is matched methodologically and didactically to the 
training hardware. The courseware comprises: 

 Textbooks (with exercises and examples) 

 Workbooks (with practical exercises, worksheets, supplementary 
notes, solutions and data sheets) 

 Overhead transparencies and videos (as a visual means of teaching 
support) 

 

The teaching and learning media are available in several languages. 
They have been designed for use in classroom teaching, but can also 
be used for self-study purposes. 

In the software field, computer-based training programs, computer simu-
lating programs, CAD programs and programming software for pro-
grammable logic controllers are available. 

Festo’s Didactic range of products for basic and further training is com-
pleted by a comprehensive selection of courses matched to the contents 
of the technology packages. 
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Technology package TP301 

“ Programmable logic controllers“ 

The technology package TP301 "Programmable logic controllers" is a 
component part of the Festo Didactic Learning System for Automation 
and Technology and forms the basic level of TP300. 

The training aims of TP301 are to learn how to program programmable 
logic controllers and to teach the fundamentals for creating programs in 
the programming languages ’ladder diagram’ (LD), ’function block dia-
gram’ (FBD), ’instruction list’ (IL), ’structured text’ (ST) and ’sequential 
function chart’ (SFC). Programming is effected in accordance with EN 
61131-3 (IEC 61131-3). 

You have the option of using this workbook in conjunction with alterna-
tive programmable logic controllers by different manufacturers. 

A basic knowledge of electro-pneumatics and sensor technology is rec-
ommended to work through technology package TP301. 

The exercises in TP301 deal with the following main topics: 

 Components of a programmable logic controller 

 PLC programming to EN 61131 (IEC 61131) 

 Basic logic operations 

 Logic control systems 

 Sequence control systems 

 

The allocation of components and exercises can be seen from the com-
ponent/exercise table. 
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Layout of this workbook 

The workbook is structured as follows: 

Section A – Course 

Section B – Fundamentals 

Section C – Solutions 

Section D – Appendix 

 

Section A – Course teaches the programming of programmable logic 
controllers with the help of a series of progressive exercises. 

Any necessary technical knowledge required for the implementation of 
an exercise is provided at the beginning. Functions are limited to the 
most elementary requirements. More detailed knowledge may be gained 
in section B. 

Section C – Solutions provides the solutions to the exercises with brief 
explanations. 

Section B – Fundamentals contains generally applicable technical 
knowledge to supplement the training contents of the exercises in Sec-
tion A. Theoretical links are established and the necessary technical 
terminology explained with the help of examples. An index provides an 
easy means of locating terminology. 

Section D – Appendix which contains data sheets of the used compo-
nents. 
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Allocation of component and exercise 
Description 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 

Signal input, electrical   1 1 1 1  1 1 1 1 1 1 1  1 1 

Signalling device and distrib-
utor, electrical   1 1  1   1 1        

Proximity sensor, optical       1   1     1 1 1 

Proximity sensor, inductive     1  1    1  1    1 

Proximity sensor, capacitive       1    1  1   1 1 

Proximity sensor with cylinder 
mounting            1  4 4 4 4 

5/2-way single solenoid valve     1  1 2   1 1 1 1 2 2 2 

5/2-way double solenoid 
valve              1  1 1 

Double-acting cylinder     1  1 2      1 2 2 2 

Single-acting cylinder           1 1 1 1  1 1 

On/off valve with filter regula-
tor valve     1  1 1   1 1 1 1 1 1 1 

Manifold     1  1 1   1 1 1 1 1 1 1 
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Equipment set TP301 
Description Order No. Quantity 

Plastic tubing 151496  

Manifold 152869 1 

Single-acting cylinder 152887 1 

Double-acting cylinder  152888 2 

On/off valve with filter regulator valve 152894 1 

Quick push-pull distributor 153128 1 

Signal input, electrical 162242 1 

Signalling device and distributor, electrical 162244 1 

Proximity sensor with cylinder mounting 167060 4 

5/2-way single solenoid valve 167074 2 

5/2-way double solenoid valve 167076 1 

Proximity sensor, inductive 178574 1 

Proximity sensor, capacitive 178575 1 

Proximity sensor, optical 178577 1 

 
optional, not included in scope of delivery of equipment set Order No. Quantity 

I/O data cable, digital 034031  

Plug-in adapter 035651  

Universal connection unit 162231  

Power supply unit 162416  

Set of cables 167091  

 

Equipment set TP301 
Order No.:167101 
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Notes on safety 

The following notes should be followed in the interest of safety: 

 Mount all components securely on the board. 

 Do not switch on compressed air until all line connections have been 
established and secured. 

 Proceed with care when switching on the compressed air.  
Cylinders may advance or retract as soon as the compressed air is 
switched on. 

 Switch off air supply immediately if air lines become detached. This 
prevents accidents. 

 Do not disconnect air lines under pressure. 

 Do not exceed the permitted working pressure of 8 bar (800kPa). 

 Observe general safety regulations in accordance with EN 60204-1 
(IEC 60204-1). 

 Use only extra-low voltages of up to 24 V DC. 

 Observe the data sheets referring to the individual components, in 
particular all notes regarding safety. 
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Operating notes 

The following rules should be observed when constructing a circuit: 

 Block output 2 of the valve, if a single-acting cylinder is actuated by a 
5/2-way single solenoid valve in a circuit. 

 

4

5

2

3
1

 

 

 Input signals, which would result from an actual production process 
sequence, are reproduced in part by signals via push buttons or 
switches. 

 
 

Fig. 2: 
Plug for output 2 

 of a 5/2-way valve 
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Exercise 1 

Programmable logic controllers  

Design and commissioning of a programmable logic controller  
Components of a PLC 

 To be able to explain the basic design and mode of operation  
of a PLC 

 To be able to configure and commission a PLC 

Nowadays, programmable logic controllers form part of any automation 
process. Fig. A1.1 illustrates the typical configuration of an automation 
solution realised by means of a PLC. The control system shown repre-
sents the simpler, non-networked group of PLC applications. 
 

PLC

Display/
Control unit

PC /
Programming device

Actuators

Sensors

 

 

Subject 

Title 

Training aim 

Technical knowledge 

Fig. A1.1: 
Automation via PLC 
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The basic components of the control system are: 

 Programmable logic controller (PLC)  
By this, we understand the electronic modules through which all of 
the system or machine functions to be controlled are addressed and 
activated in a logic sequence. 

 Sensors 
These components are located directly on the system or machinery 
be controlled, through to which the PLC is communicated actual sta-
tuses. 

 Actuators 
These components are located directly on the system or machinery 
to be controlled, through which the PLC is able to change or influence 
statuses and as such the technical process. 

 PC or programming device  
This is used to create the program containing the logic of the system 
or machinery to be controlled and to transfer this to the memory of 
the PLC. At the same time, these programming tools also provide 
supporting functions for the testing of the PLC program and commis-
sioning of the controller. 

 Display and control units  
These enables you to monitor and influence the operation of the sys-
tem or machinery. 

 

Programmable logic controller 
The most important component of a control system is the PLC and its 
program. Fig. A1.2 illustrates the system components of a PLC. 
 

PLC-program

Central control unitInput module Output module

ActuatorsSensors
 

 

Fig. A1.2: 
System components 

of a PLC  
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A PLC is connected to the system to be controlled via input and output 
modules. The system to be controlled supplies input signals (mostly 
binary) via sensors to the input modules. These signals are processed 
within the main processing unit, the main component of the PLC. Prior 
.to formulation of IEC standards, known as "central control unit" (CCU). 
The "specification" for the processing of signals is defined in the PLC 
program. The result of the processing is output to the actuators of the 
system to be controlled via the output module. Thus, the design of a 
PLC corresponds to that of a computer. 

 

PLC program 
PLC programs consist of a logic sequence of instructions. The control 
program is stored in a special, electronic readable memory, the so-
called program memory of the PLC. Special RAMs with back-up battery 
are used during the program development, since its contents can always 
be changed again very quickly. 

After commissioning and error-free function of the controller it is a good 
idea to transfer the PLC program unerasably to a read-only memory, 
e.g. an EPROM. If the program is executed, it will be processed in con-
tinuous cycles. 

 

Signals 
Input signals reach the PLC via sensors. These signals contain infor-
mation about the status of the system to be controlled. It is possible to 
input binary, digital and analogue signals. 

A PLC can only recognise and output electrical signals. For this reason, 
non-electrical signals are converted into electrical signals by the sen-
sors. Sensor examples are: 

 Push buttons, switches, limit switches, proximity sensors 

Output signals influence the system to be controlled. The signals can be 
output in the form of binary, digital or analogue signals. Output signals 
are amplified into switching signals via the actuators or converted into 
signals of other energy forms. Actuators examples are: 

 Lamps, buzzers, bells, contactors, cylinders with solenoid valves, 
stepper motors 
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Exercise 1 

A control task is to be solved via a programmable logic controller (PLC). 
Familiarise yourself with the basic design of a PLC. 
 

 

 

1. Components of a PLC 

2. Design and commissioning of the PLC you have selected 

 

To carry out the exercise using the worksheets, refer to Section B of the 
workbook and your PLC data sheet or manual. 

 

 

 

 

 

 

 

 

 

 

Problem description 

Positional sketch 

Exercise definition 

Implementation 
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Exercise 1 

WORKSHEET 

1.1 Components of a PLC 
Question 1:  
What are the basic components of a programmable logic controller? 

 

  

 

  

 

  

 

  

 

Question 2:  
What are the basic modules making up the central control unit of a pro-
grammable logic controller? 
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Question 3:  
How is electrical isolation achieved between sensor/actuator signals and 
the PLC? 
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Exercise 1 

WORKSHEET 

1.2 Design and commissioning of the PLC you have selected 
Enter the technical data of the selected programmable logic controller in 
the table below. 
 

Criteria Technical data 

Operating voltage 

Nominal voltage 

Permissible voltage range 

Current consumption 

 

Inputs 

Number 

Input current 

Input level 

 

Outputs 

Number 

Switching logic 

Output voltage 

Output current 

 

 

Configure the PLC in accordance with the notes in the relevant data 
sheet or manual. 

 

Technical data 
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Solutions 

Section C – Solutions 

Components of a programmable logic controller 

Solution 1:  Design and commissioning of a  
programmable logic controller 
Components of a PLC C-3 

 

Programming to EN 61131 (IEC 61131) 

Solution 2:  From problem to solution –  
taking into consideration EN 61131 (IEC 61131) 
Practical steps for PLC programming C-5 

 

Basic logic operations 

Solution 3:  Lamp circuit  
The assignment function C-7 

Solution 4:  Burglar alarm  
The NOT function C-11 

Solution 5:  Press with protective guard 
The AND function C-15 

Solution 6:  Bell system  
The OR function C-21 

 

Logic control systems without latching properties 

Solution 7:  Stamping device  
Combination of AND/OR/NOT C-25 

Solution 8:  Silo control system for two bulk materials 
Combination circuit with branching C-31 
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Solutions 

Logic control systems with latching properties 

Solution 9:  Fire alarm  
Setting an output C-35 

Solution 10:  Drill breakage monitoring  
Setting and resetting an output C-39 

Solution 11:  Activating a cylinder 
Signal edges C-43 

 

Logic control systems with time response 

Solution 12:  Bonding of components  
Pulse C-47 

Solution 13:  Embossing device  
Switch-on signal delay C-53 

Solution 14:  Clamping device  
Switch-off signal delay C-57 

 

Sequence control systems 

Solution 15:  Lifting device for packages 
Linear sequence C-63 

Solution 16:  Lifting and sorting device for packages 
Alternative branching C-69 

Solution 17:  Stamping device with counter 
Counting cycles C-75 
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Solution 1 

Design and commissioning of a programmable logic controller  
Components of a PLC 

 

.1 1.1  Components of a PLC 
What are the basic components of a programmable logic controller? 
 
The basic components of a PLC are: 

 the main processing unit, formerly (central control unit) 

 the input modules 

 the output modules 

 the program memory 

 the PLC program 

 

What are the basic modules making up the main processing unit of a 
programmable logic controller? 
 
The basic modules of an MPU are: 

 the control unit 

 the data memory 

 the arithmetic and logic unit (ALU) 

 

How is electrical isolation achieved between sensor/actuator signals and 
the PLC? 
 
The sensor/actuator signals and the PLC are electrically isolated via an 
optocoupler. The main processing unit is thus separated from the exter-
nal circuit of the sensors and actuators. Interferences in these circuits 
therefore cannot damage the controller. 
 

Error
voltage
detection

Signal
delay

Optocoupler Signal to
the
control unit

Input-
signal

 

Title 

Question 1 

Answer 

Question 2 

Answer 

Question 3 

Answer 

Block diagram of an 
input module 
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Solution 1 

.2 1.2  Design and commissioning of your selected PLC 
The following table lists the technical data of a Festo FPC 101B pro-
grammable logic controller as an example. 

 
Criteria Technical data 

Operating voltage 

Nominal voltage 

Permissable voltage range 

Current consumption 

 

24 V DC 

16 to 30 VDC 

approx. 160 mA 

Inputs 

Number 
 

 

Input voltage 

Input level 

 

21 
of which 1 is a counter input 

 

6 mA 

log. 0 = 0 to 5 V 
log. 1 = 11 to 30 V 

Outputs 

Number 

Type 

Output voltage 

Output current 

 

14 Transistor outputs 

positive switching 
Operating voltage – 2 V 

max. 300 mA/output 
Total output current max. 2.5 A 

 

 

Technical data 


	Section A – Course
	Components of a programmable logic controller
	Programming to EN 61131 (IEC 61131)
	Basic logic operations
	Logic control systems with latching properties
	Sequence control systems
	Allocation of component and exercise
	Equipment set TP301
	Notes on safety
	Operating notes
	93314_02_z003.pdf
	The PLC in automation technology
	Fundamentals
	Boolean operations
	Design and mode of operation of a PLC
	Programming of a PLC
	Common elements of programming languages
	Function block diagram
	Ladder diagram
	Instruction list
	Structured text
	Sequential function chart
	Logic control system
	Timers
	Counter
	Sequence control systems
	Commissioning and operational safety of a PLC
	Communication
	Glossary
	Index



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 15%)
  /CalRGBProfile (eciRGB v2)
  /CalCMYKProfile (ISO Coated v2 \050ECI\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.276 841.890]
>> setpagedevice


